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AFRI - WATER - ECO
Concept in agriculture



AFRI-WATER  Technicals

- Water supply (drinking water )

- Irrigation, watering and sprinkling

- Voltage: 230 V, 50 Hz

- Media temperature max .: 40 ° C

- Suction height: max 8.5 m

- Suction connection: DN 25 (1 ')

- Pressure connection: DN 25 (1 ')

- Working pressure: 8 bar

- Nominal power max .: 640 W

- Flow rate max .: l / h 2000L



AFRI-WATER    System

Simple water pumping through solar energy.

Well-hole can be made with a hand drill.

* Phototherm-Generator ist ein patentiertes Produkt der  Krentzel GmbH Deutschland



AFRI-WATER  Pipe

Stainless metal well pipe.

Simply screw the individual parts together.

Incl. Lance with filter.

1 x impact head

5 x 1m extension tube

1 x1/4 inch length 1.20m with knurled thread

for better hold of the hemp! (Slightly  pipe )

6 x steel socket

1 x ram filter with internal filter 115cm



AFRI-WATER  Drilling

1 x handle 60mm 33mm diameter metal

8 x extensions 1m 25mm x 25mm

1 x auger well construction 110mm 1m long

1 x screw set 18 pieces with wing nut



AFRI-WATER   Set

- Solar-Controller

- Water-Pump

- Solar-Modul-Brackets

- Solar-Moduls

- String-Cable

- Drain-Rope 100m

- Pump-Rope  2m

- Hand-Driller 10m



ContactAfriSwe Strong Knot
Ekonomic Forening

Mönevägen 17
523 76 Blidsberg
Schweden

Tel.: +46 (0) 321 32437
Mobil: +46 (0) 76 3052246
Org. Nein. 769631-9792
E-Mail:  info@afriswestrongknot.org
Website: www.afriswestrongknot.org

KRENTZEL GMBH
Development, Design, Manufacture

Seeberger Landstrasse 103
D-28865 Lilienthal
Germany

Tel: 0049-4298-93922-8
Fax: 0049-4298-93922-9
Mobil: 0049-174- 9613186
Mail:  energie@krentzel.net
Web:     www.krentzel.net


